MADE IN

INDIA

Down Panel False
Ceiling LED Lights

* Wide Range input AC
voltages .(100-265 V/50Hz)
* Wattages are available —

Street LED lights

* Wide Range input AC
voltages .(100-265 V AC)

¢« Power Ratting —220-240 V
AC /50 Hz .

« Wattages are available —

MADE IN

INDIA

3/6/9/12 W 18/24/30/50/100 W
» Sizes are available — 4 ¢ Body— Metal+Fibre
“/6”/8" /12" e PF-20.90
e Shape Available — Round & e Beam Angle — 180 Degree
Square » Surge Protection up to 4kv for long life .
THE TECHNOLOGY DEFINES e Lumens— 3W- e Color — Cool Day Light/Yellowish white .
r 300lm*/6W-600Im*/8W- *  No Mercury
y'd 800Im*/12W-1200Im* + Instant start
¢ Lamp Current —0.015 - e No Dimmable .
060 A
e PF-20.90

Spot COB LED lights

e Surge Protection up to 2kv

e Color - Cool Day
Light/Yellowish white .

* No Mercury

e Instant start

e No Dimmable.

LED Tube Light

for long life .

e Wide Range input AC
voltages .(100-265

V/50Hz)

» Wattages are available —
18/20/22 W

e Sizes are available —
1'/2’ /4

e Lumens—1200 Lm*

¢ Lamp Current —0.060A

e PF-20.90

e Beam Angle — 120 Degree

e Surge Protection up to 2kv
for long life .

e Color —Cool Day
Light/Yellowish white .

e No Mercury

e Instant start

S

e No Dimmable .

e Wide Range input AC voltages
.(100-265 V/50Hz)

e Wattages are available —1W to

30W.
e Body — Poly Carbonate .
e PF-20.90

e Beam Angle — 180 Degree
e Surge Protection up to 4kv for
long life .

e Color - Cool Day Light/Yellowish

white & in RGB color .
* No Mercury
¢ Instant start
e No Dimmable .

THE TECHNOLOGY DEFINES

Extension Power Board

e 6 Amps Power Board

e Voltage—-Upto
300V AC can be bear

e 4 Sockets Universal
type

¢ Fuse Protection

e 3 Pin Plug for AC

input

*  Power On/Off
Switch

e Shape —Triangle &
Round
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ODITRONICS TECHNOLOGY PVT LTD
# 29, 1st Floor, Pilot Industrial Estate Navghar,
Vasai (E), Maharashtra, Palghar, Pin - 401 210. INDIA
Tel.: 0250-2390011




PROFILE

Year of Incorporation May 2017, We located inIndia’s
financial city Mumbai at Vasai, A largest Industrial belt
inAsia.

The Company is in to LED lights manufacturing & its
solution
Home Application:Bulbs, Tubes & Conceal /

Down Panel Light-Round /Square.

Office :Bulbs, Tubes, Concealed & Sport.
Malls :Bulbs, Tubes, Concealed & Sport.
Street :Normal, With Censor, IP65/67.
Flood :Regular.

Decoration :Customised.

HOME LIGHTING

e Bulbs—.5W to 18W

* Nickel Coating B22 Cap .

e Inner Aluminum cover for long life

e Poly Carbonate Housing

» IC Based Driver for long life of MCPCB LEDs
e Surge Protection.

e LED from Everlite, Liteon & Edition .

T-Shape LED Bulbs

* Wide Range input AC voltages
.(100-265 V/50 Hz.)

» Wattages are available —10 &
14W

e Basecap—-B22

e Lumens—1200 Im*/With 10W

e Lumens — 1400 Im*/With 14W

e Lamp Current — 0.060A

e PF-20.90

e Surge Protection up to 2.5kv
for a long life .

» Color — Cool Day Light/Yellowish white .

* No Mercury

e Instant start

LED Bulb’s Internal Parts

0.5W LED
Color Bulbs

* Wide Range input AC
voltages .(100-265
V/50Hz)

 Wattage-0.5W

e Basecap—-B22

e Lumens—30Lm*

e Instant start

* No Dimmable.

3/5/TW LED Bulbs

¢ Wide Range input AC
voltages .(100-300 V AC)

¢ Power Ratting —220-240 V
AC /50 Hz .

»  Wattage—-3W/5W/7 W

e Base cap—B22

e Lumens - 300/500/700
Lm*

e Surge Protectionupto 4
KV for long life
Color — Cool Day light /
Yellowish White .

¢ No Mercury

e Instant start

¢ No Dimmable.

9W LED Bulb

Wide Range input AC
voltages .(100-300 V AC)

e Power Ratting —220-240 V
AC /50 Hz .

¢ Wattage-9 W

e Base cap—B22

e Lumens—900 Lm*

e Lamp Current — 0.045A

e PF-20.90

e Surge protection up to 4kv for long life.
e Color— Cool Day Light/Yellowish white .

* No Mercury
¢ |nstant start
¢« No Dimmable.

12W LED Bulb

e Wide Range input AC
voltages .(100-300 V AC)

¢ Power Ratting —220-240 V
AC /50 Hz .

e Wattage — 12W

e Basecap—B22

e Lumens—1200 Lm*

¢ Lamp Current —0.060A

e PF-20.90

e Surge Protection up to 4kv for long life .
» Color — Cool Day Light/Yellowish white .

¢ No Mercury
Instant start

18W LED Bulb

Wide Range input AC
voltages .(100-265 V/50Hz)
Wattage — 12 W

Base cap — B22

Lumens — 1200 Lm*

Lamp Current — 0.060A
PF-2>0.90

Surge Protection up to 4kv
for long life .

Color — Cool Day
Light/Yellowish white .

No Mercury

Instant start

No Dimmable .

9/12W LED
Emergency Bulb

No AC power — Nothing to be worried /
Oditronics LED Emergency Bulb

Wide Range input
AC voltages .(100-
265 V/50Hz)
Wattage —9/12 W
Rated Current AC —
30 Ma +/-10%
Rated DC Current —
9w /12w

Lumens AC — 800
Lm* /DC-300 Lm*
(Ow)

Lumens AC — 1000
Lm* /DC—-500 Lm*
(12 W)

Base cap —B22
PF->0.90

Surge Protection up to 2kv for long life .
Color — Cool Day Light/Yellowish white .
No Mercury

Instant start — AC Input

4 hrs backup time .

Color — Cool Day white light .
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